O EFFER

239 HP

TECHNICAL SPECIFICATIONS
2023.08




EFFER 235 HP BASIC DATA

TECHNICAL DATA 230HPE-3 235HPE-3 235HPE-5 235 HP E-6

Max. lifting capacity (ft-Ibs) 149 990 146 450 143330 140 590
Outreach, hydraulic extensions (ft) 34171 4110" 49'6" 56'10"
Outreach / lifting capacity (ft-Ibs) 11'6"-13 010 11°6"-12790 | 11°10"-12130 | 11°10"- 10800
15 57-9700 15579480 16'1"-8930 16'1"-8710
21'4"-6830 21'4-6610 21'8"- 6280 22'0"- 5950
2711"-5160 27 11"~ 4890 28'3"- 4630 28'3"-4410
34'5-4140 34'5"-3880 3517-3570 34°97-3350
- 41" 4"-3220 42'0"-2910 41'8"-2690
- 49'3"-2 470 48'11"-2250
- 56'5"-1920
Slewing angle (°) 415 415 415 415
Height in folded position (in) 89 89 89 89
Width in folded position (in) 98 98 98 98
Installation space needed (in) 42 42 42 46
Weight, “standard” crane without stabilizers (Ibs) 4670 4980 5250 5530
Weight, stabilizer equipment (Ibs) 600 - 940 600 - 940 600 - 940 600 - 940
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Effer USA Inc

12233 Williams Road
Perrysburg, OH 43551 USA
tel. 419 482 6000
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